


TECHNICAL SPECIFICATIONS Flexible Sprinkler Connection
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BRAIDED FLEXIBLE HOSE (High Perfomance)

. TUBE

. ISOLATION RING

. SEALING GASKET

. NUT

. NIPPLE (1)

. REDUCER

. BRAID

. PRESS RING (INNER)
. PRESS RING (OUTER)
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SPECIFICATIONS
Lengths Available 24", 36", 48", 60" and 72" Hose Stainless Steel 304
Outlet 1/2" or 3/4" Nut & Nipple Zinc-Plated Steel
Hose Type Braided Sealing Gasket / Isolation Ring EPDM/ NYLON
Max. Ambient Temperature Rating 225°F Minimum . 8" (FM) - .
l ] ; Bend Radius DO NOT bend within 2.52 inches

Max. Working Pressure Rating 175 psig end hadiu from connection nuts

* No hangers and seismic escutcheons required . Inlet 1"NPT

* Required torque to assemble reducer and nipple with the flexible Connection
hose : 50 ft-Ib Outlet 1/2" or 3/4"NPT

FRICTION LOSS DATA EFB HP Series Braided Hose OGSB, TBS Bracket Systems.

APPROVED

Length (in.) Outlet Connection K-Factor Magb!’\lggkc)ér of Eq;:ﬁ;gﬁﬁel'zggsrp;ffl.in'
1/2" 5.6 1 17.8
24" 3/4" 8.0 1 8.3
3/4" 14.0 1 8.3
1/2" 5.6 2 23.0
36" 3/4" 8.0 2 13.9
3/4" 14.0 2 13.7
172" 5.6 3 30.2
48" 3/4" 8.0 3 21.7
3/4" 14.0 3 21.6
1/2" 5.6 4 37.4
60" 3/4" 8.0 4 29.5
3/4" 14.0 4 29.5
1/2" 5.6 4 43.3
72" 3/4" 8.0 4 34.5
3/4" 14.0 4 33.2

* FM : 8" minimum bend radius, where C=120
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