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Corrugated Stainless Steel
for Water Heater Connectors (Push-fit)

High resistance to corrosion, maximum flexibility without kink, and maintains maximum
water flow.

CAUTION & WARNING

You must read and fully
understand all installation
instructions and warnings
before the installation

of easyflex water heater
connectors.

use waler conn&gtors

connector.

Easyflex water heater
connectors are designed to
be used only in accessible
locations and not for
underground usage.

Required

System Components » Easyflex Water Heater Connectors

* Measuring tape
Required Tools * Marker
* Pipe cutter
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1. Make a clean cut onto the copper, CPVC, or PEX tubing. Deburr the edges to ensure that the
outside diameter is free of sharp ridges.

A ‘ DO NOT USE DAMAGED OR SCORED PIPE.
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Do Not Assemble! Okay to Assemble!
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Bad Cut Bad Cut Bad Cut (CPVC) Good Cut

Heavy Distortion Out of slightly Oval Heavy Distortion Round, Clean with
Round Excessive Burr Heavy Burr Out of Round No Burr
Excessive Burr
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2. Check and make sure all the inner components are placed in order.

f A. Grab Ring B. Spacer C. O-Ring
Sharp stainless steel teeth of grab ring may cause injury. handle with care.

3. Measure out 1.2" from the end of tubing and properly mark. This is the required length to be
inserted into the fitting.

é When the pipe is not fully seated inside the fitting, leak may occur. Please make sure the pipe are
inserted up to 1.2" mark.

4. Insert the pipe into the fitting up to the 1.2" mark. Pull the pipe to make sure that it is secure.
Test the system for leakage before use.

é When the pipe can not be squarely inserted into the fitting, leak may occur. Please make sure the
pipe are squarely inserted and do not angle or tilt the pipe.
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