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Stainless Steel Braided
Water Connectors

Burst-free, lead-free, and hassle-free water supplies for
all plumbing connections.
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NSF/ANSI 61

Stainless Steel Braided
Water Connectors

Faucet Connectors Toilet Connectors Dishwasher Connectors Ice Maker Connectors Washing Machine Connectors

Fittings & Lengths

Lengths o | 122 | 16" | 20 | 24" | 30" | 36
3/8” Compression X 3/8” Compression
Faucet 3/8” Compression X 3/8" DT (Delta Type)
Connectors Fittings 3/8" Compression X 1/2" FIP

1/2" FIP X 1/2" FIP
1/2" Compression X 1/2" FIP

Lengths 9" 12" 16" 20"
Toilet 3/8" Compression X 7/8” Ballcock
Connectors Fittings 3/8" Compression X 7/8" Metal Ballcock

1/2" FIP X 7/8” Ballcock

Lengths 48" 60" 72" 96"
Dishwasher 3/8” Compression X 3/8” Compression with Elbow
Connectors Fittings 3/8” Compression X 3/8” Compression with Elbow

1/2" Compression X 3/8” Compression with Elbow

Washing Machine Lengths 48" | 60" | 2"
Connectors Fittings 3/4" Hose Thread X 3/4" Hose Thread
lce Maker Lengths 60" | 72" | 120"
Connectors Fittings 1/4" Compression X 1/4" Compression
Specifications & Materials Certifications & Approvals
¢ Tubing : PVC ecUPC
e Jacket : Braided Stainless Steel 304 e NSF/ANSI 61 compliant for safer drinking water

« Fitting : Chrome-Plated Brass ¢ NSF/ANSI 371 compliant for lead-free

e Max. Operating Temperature : 180°F (82°C)
* Max. Operating Pressure : 125 psi (8.6 bar)
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